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Agenda

◼ Review of material 

presented at the TAC 

meeting

◼ Review of groundwater 

level criteria

◼ Groundwater Dependent 

Ecosystems

◼ Interconnected Surface 

Water
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Sustainable Management Criteria (SMC) for groundwater 
level

• A ruler to measure 
significant and 
unreasonable impacts to 
beneficial users/uses.

• Groundwater level SMC 
is perhaps the most 
important Sustainability 
Indicator because it is 
directly measurable and 
can be used as a proxy 
for groundwater storage, 
interconnected surface 
water, and GDEs.

Measurable Objective: Avg post-2015 
groundwater level

Action Trigger: Average post-2015 fall 
groundwater level

Minimum Threshold: 10 year projected 
groundwater level or the post 2015 
groundwater low, whichever is lower

Groundwater 
Level

(Feet below 
ground surface)

*Example SMC



Most groundwater elevations are decreasing

(2000-2020)

increasing
decreasing All groundwater level data is available in the Data Management System.



Summary

◼ Analysis of the data is still ongoing, but the suggested SMC 

(obtained with either a gradual reduction of the decline or keeping 

stable) are tailored to account for the different conditions in the 

Eastern and Western part of the basin

◼ The Western part of the basin is expected to keep current levels, 

which are generally never lower than 2015

◼ This proposed SMC has been already compared with the 

domestic wells analysis

◼ And will be now compared with the results for the GDE and ISW 

SMC
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Sierra Valley Groundwater Sustainability Plan 

Interconnected Surface Water (ISW)

1 0  M a y  2 0 2 1Sierra Valley GSP



Outline

ISW Identification Approach0
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Field Evaluation and Verification0
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ISW Monitoring Approach04

Existing Available Data01

Initial Data Gaps Summary05



ISW Identification Approach

Approach

❑ Identify surface 
water bodies

❑ Identify where 
groundwater is 
within 5-feet of the 
surface

❑ Use vertical hydraulic 
gradient in nested 
monitoring wells to 
verify



Preliminary ISW Identification - DRAFT

❑ Next step: Refine and 
combine with GDE 
Mapping


